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I. INTRODUCTION 

 
The proposal is to develop the site north of the downtown auto parts store with a three story, 5,918 square foot 

office / retail building with associated parking and landscaping. The entire site is approximately .348 acres 

(15,152.35 square feet). The proposal is subject to SEPA and the Downtown Design Regulations. 

 

The site is located at 8516 182
nd

 Avenue East. 

 

II. STAFF RECOMMENDATION 
 

The current submittal to the Design Commission is a preliminary application submittal. Based on the evaluation 

of the proposal contained in this staff report, staff believes the proposal meets the intent and purpose of the 

Community Character Element of the Comprehensive Plan and the Downtown Design Regulations. Staff 

recommends approval subject to the conditions outlined at the end of this report.  

 

III. GENERAL INFORMATION 

 

Applicant:       
Jason E. Cole 

1411 64
th
 St. SE 

Auburn, WA 98092 

 

Property Owner: Leanard Langley 

 
Project Name:  Cole Office building 

 
Location:  8516 182

nd
 Ave. E. 

   Parcel Number: 9200000100 

Current Zoning: Downtown Mixed (DM) 

 

Comprehensive Plan   
Land Use:  Mixed 

 
Site Acreage:  .348 acres 

 

Environmentally 
Sensitive Areas: Steep Slopes 

 
Date of Application: April 22, 2008 

 

IV. SEPA THRESHOLD DETERMINATION 

 
Pursuant to the State Environmental Policy Act (SEPA) and City of Bonney Lake Environmental 

Regulations, as codified in BLMC Title 16-Environmental Protection, the project as proposed is subject to 

environmental review.  
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V. STAFF ANALYSIS AND FINDINGS 

 

A. Current and Planned Uses of the Site 

 
Currently the site is vacant. The proposal is to develop the site with a 5,918 square foot office / reatil building.  

 

The site is bordered on the south by an auto parts store, to the north by R-1 zoning, to the east by the 

Greenwood Development and to the West by the AM/PM gas station and Windemere Real Estate. 

 

B. COMPLIANCE WITH THE COMMUNITY CHARACTER  

ELEMENTARY BONNEY LAKE COMPREHENSIVE PLAN AND THE DOWNTOWN 

DESIGN STANDARDS 

 

LANDSCAPING   
 

COMPREHENSIVE PLAN 

 

Goal 2-5:  Require high-quality naturalistic landscaping. 

 

Goal 2-5:  Require high-quality naturalistic landscaping. 
 

Policy 2-5a:  Require landscaping with plant communities that replicate local nature (for example, 

salal, ferns, and firs – see Natural Environment Element).  Use easy-to-maintain, drought-resistant, 

native species.   

 

Policy 2-5c:  Plant native trees along both sides of all streets.  Prepare a plan for what species should 

be planted on what streets. 

 

Policy 2-5d:  Require landscaping within and around the perimeters of publicly visible parking lots.  

Prefer small, dispersed parking areas over large ones.  Relieve large expanses of pavement with 

isolated trees. 

 

Policy 2-5e:  Coordinate landscaping with pedestrian circulation and architectural features. 

 

Policy 2-5g:  At the perimeters of buildings, encourage foundation plantings, hedges, vine trellises, 

window boxes, and hanging flower baskets, emphasizing native species. 

 

Policy 2-5h:  Emphasize building entries with features such as plantings, paving, and lighting. 

 

 

DOWNTOWN DESIGN STANDARDS 

 

1.1.2 Properties adjacent to Mixed-Use Streets or Corridors:   
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a) Buildings featuring non-residential uses on the ground floor may be placed up to 

the edge of the sidewalk (unless otherwise noted) only if they feature a 

pedestrian-oriented façade, as defined in Standard 1.1.1(a).   

b) All other developments must feature at least 10 feet of landscaping or 

pedestrian-oriented space between the sidewalk or front property line and any 

building, parking area, storage, or service area.  

Landscaping between the sidewalk and any parking area shall include: 

i) Trees, as approved by the Director, shall be planted at a rate of one tree per 

300 square feet of landscaped area.  Choose tree, location, and trimming 

method to maximize visibility between windows and the street for safety. 

ii) Shrubs at a rate of one shrub per 20 square feet of landscaped area. Shrubs 

shall be at least 16 inches tall at planting and have a mature height between 3 

and 4 feet. 

iii) Ground cover shall be planted in sufficient quantities to provide 100% 

coverage of the landscaped area within three years of installation. 

Alternatives: Reduced width planting strips and/or alternative landscaping designs 

will be considered where the applicant can successfully demonstrate that the 

streetfront design creates an attractive, safe, and comfortable pedestrian 

environment that is consistent with the goals and objectives of the Downtown 

Plan.  Such proposals must include design elements that clearly go beyond 

minimum requirements.  For example, proposals for a reduced width planting 

area could include terraced planting beds along the sidewalk (see Figure 11 

example below), extensive transparent window/door areas facing the sidewalk, 

and/or special building detailing that adds special interest at a pedestrian scale.  

 Downtown streetscape standards.   

b) Mixed-use streets and corridors 

 ii) Street trees at 30 feet on-center in tree grates (trees and grates as approved by 

the Director) or within planting strips. 

5.2.6 Foundation planting.  All street-facing elevations must have landscaping along any 

exposed foundation.  The landscaped area may be along the outer edge of a porch instead of the 

foundation.  This landscaping requirement does not apply to portions of the building facade that 

provide access for pedestrians or vehicles to the building.  The foundation landscaping must meet the 

following standards: 

a) The landscaped area must be at least 3 feet wide. 

b) There must be at least one 3-gallon shrub for every 3 lineal feet of foundation. 

c) Ground cover plants must fully cover the remainder of the landscaped area. 

5.2.7 Side and rear yard buffer requirements.  All developments excluding those in the Central 

Triangle and those developments featuring storefronts adjacent to the sidewalk shall incorporate one 

or more of the following design options: 
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a) Provide Type II or III landscaping (as defined in BLMC Chapter 16.14) at least 

10 feet deep along side or rear property line.   

 b) Other treatments that meet the intent of the standards as approved by the 

Director.  Factors that must be considered in determining the appropriate 

treatment include views, applicable uses, connectivity, and desired level of 

privacy.  Depending on terrain and adjacent uses, some options include: 

i) Tall privacy fence or hedge (up to 6 feet tall).  This is most applicable to 

residential uses – where the fence doesn’t negatively impact views from the 

street or nearby properties.   

ii) Low screen fence or hedge (up to 3 feet tall).  This may be a more attractive 

option where a taller fence might provide negative visual impacts. 

iii) Shared pathway along or adjacent to the property line with landscaping.  This 

is a desirable configuration that can enhance pedestrian circulation and 

provides an efficient use of space.  This treatment requires a recorded 

agreement with applicable adjacent property owner(s). 

 

Comment 

 

At this time the City has not received a formal landscaping plan. BLMC requires a 20 foot 

landscaping buffer on the north end of the property to buffer the R-1 zoning, however the applicant 

has expressed an interest in applying for a variance that would reduce that requirement and a 

willingness to put up a fence between the property and the residence to the north. The applicant has 

proposed a pedestrian-oriented space (benches) as an alternative to providing 10 feet of landscaping 

in the front of the building.  

 

PEDESTRIAN ORIENTATION 
 

COMPREHENSIVE PLAN 

 

Goal 2-6:  Provide for the needs of pedestrians and bicyclists. 
 

Policy 2-6a:  Interconnect building entries, parking lots, parks, transit stops, and similar facilities 

with pedestrian routes.  Include sidewalks in all street improvement projects. 

 

Policy 2-6c:  Ensure pedestrian safety by 1) providing crosswalks, 2) providing vehicle-safe 

walkways from parking stalls to building entrances, with crosswalks at driving lanes, 3) illuminating 

high-volume walkways, and 4) making pathways visible from peopled areas and buildings. 

 

Policy 2-6e:  Encourage weather-protecting of building entries and sidewalks adjacent to building 

facades. 

 

Policy 2-6g:  Provide pedestrian amenities, especially Downtown and Midtown, as follows: 

• Seating, drinking fountains, artwork, small open spaces, etc. 

• Window displays and items of architectural interest (see Goal 2-4) wherever walkways pass 

near buildings. 
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• Pedestrian refuge islands at arterial crossings, and 

• On-street parking, street trees, etc. to buffer the sidewalk from the street. 

 

Goal 2-7:  Provide the optimum amount of lighting. 
 

Policy 2-7a:  Use pedestrian scaled lighting where there is pedestrian activity. 

 

Policy 2-7b:  Provide adequate lighting at building entries, on walkways, and within parking lots.  A 

good rule of thumb if four foot candles of light at building entries and two foot candles on paths and 

in parking lots. 

 

Policy 2-7c:  Prevent unwanted illumination of surrounding properties to avoid glare and light 

trespass. 

 

Policy 2-7d:  Prohibit illumination of the sky to keep the night sky dark and stars visible. 

 

 

DOWNTOWN DESIGN STANDARDS 
 

1.1.2 Properties adjacent to Mixed-Use Streets or Corridors:   

 

c) Buildings must feature pedestrian entrances that face the streets. Exceptions: 

Buildings organized around a courtyard may feature entrances facing the courtyard provided 

there is clear pedestrian access between the courtyard and the street.   

1.3.4 North Downtown.  Specific standards and guidelines for the development of properties 

north of Sumner Buckley Highway:  

 

b) … the applicant shall successfully demonstrate that the proposed walkway is of 

sufficient width to accommodate the anticipated number of users.  At a minimum, walkways 

shall feature 5 feet of unobstructed width.   

c) All pedestrian pathways must correspond with Federal, State, and local codes 

for mobility impaired persons, and the Americans with Disabilities Act.  

 

2.1.2 Pedestrian access and connectivity:   
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a) All buildings must have clear pedestrian access to the sidewalk.  Where a use fronts 

two streets, access shall be provided from the road closest to the main entrance, but 

preferably from both streets. 

b) Pedestrian paths or walkways connecting all businesses and the entries of multiple 

commercial buildings frequented by the public on the same development site shall be 

provided. 

d) For sites abutting vacant or underdeveloped land, the Director may require new 

development to facilitate the eventual interior pathway system by installing pathway stub-

outs, or by conducive configuration of buildings, and parking lots. 

2.1.3 Pedestrian crossings:  

a) Crosswalks are required when a walkway crosses a paved area accessible to 

vehicles.   

b) Applicants must continue the sidewalk pattern and material across  driveways. 

 

2.2.1 Definition and requirements of pedestrian-oriented spaces: 

a) To qualify as a pedestrian-oriented space, an area must have: 

i) Pedestrian access to the abutting structures from the street, private drive, or a 

nonvehicular courtyard. 

ii) Paved walking surfaces of either concrete or approved unit paving. 

iii) Pedestrian-scaled lighting (no more than 14’ in height) at a level averaging at 

least 2-foot candles throughout the space.  Lighting may be on-site or 

building-mounted lighting. 

iv) At least three feet of seating area (bench, ledge, etc.) or one individual seat 

per 60 square feet of plaza area or open space. 

v) Spaces must be positioned in areas with significant pedestrian traffic to 

provide interest and security – such as adjacent to a building entry. 

vi) Landscaping components that add seasonal interest to the space. 

b) The following features are encouraged in pedestrian-oriented space:  

i) Pedestrian amenities such as a water feature, drinking fountain, and/or 

distinctive paving or artwork. 

ii) Provide pedestrian-oriented building facades on some or all buildings facing 

the space.   

iii) Consideration of the sun angle at noon and the wind pattern in the design of 

the space. 

iv) Transitional zones along building edges to allow for outdoor eating areas and 

a planted buffer. 

v) Movable seating. 
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c) The following features are prohibited within pedestrian-oriented space:  

i) Asphalt or gravel pavement. 

ii) Adjacent unscreened parking lots. 

iii) Adjacent chain link fences. 

iv) Adjacent blank walls. 

v) Adjacent dumpsters or service areas. 

 

2.2.2 All non-residential uses must provide pedestrian-oriented space in conjunction with new 

development according to the formula below.   

• 1% of the lot area + 1% of the non-residential floor area. 

Note: Minimum required sidewalks or interior walkway areas shall not count as 

pedestrian-oriented space.  However, where walkways are widened beyond 

minimum requirements, the widened area may count as pedestrian-oriented space if 

the Director determines that the area meets the definition of pedestrian-oriented 

space. 

 

Comment 

 

10 foot sidewalks are proposed on the site plan. In addition, there are pedestrian connections on the 

north side and rear of the building. A 5 foot pedestrian pathway connects the building to the east end 

of the property with the intention of connecting to the Greenwood project. Pedestrian oriented spaces 

have been provided in the form of benches surrounded by attractive landscaping. 

 

 

Architectural Design 
 

Comprehensive Plan 
 

Goal 2-4:  Create architectural interest per the following policies… at a level of detail 

transitioning from pedestrian-oriented to motorist oriented in the Midtown, and….. 
 

Policy2-4a:  Provide interesting architectural form and color. 

 

Policy 2-4b:  Encourage pitched roofs, varied rooflines, and articulated facades. 

 

Policy 2-4c:  Encourage decorative masonry, woodwork, glazing doors, light fixtures, and paving. 

 

Policy 2-4d:  Encourage public focal points such as plazas, green spaces, seating areas, and 

fountains. 

 

Policy 2-4e:  Avoid blank, uninteresting walls.  Encourage interesting features such as varied roof 

forms, canopies, balconies, window displays, bay windows, vertically and horizontally modulated 

wall surfaces, trellises materials.   
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DOWNTOWN DESIGN GUIDELINES 

 

 

4.2.2 Building articulation - Multi-story buildings and buildings wider than 100 feet (measured 

along the primary façade) shall include at least three of the following articulation features 

along all facades containing the public building entries (alley facades are exempt) at 

intervals of no more than 60 feet: 

a) Providing building modulation of at least 2 feet in depth and 4 feet in width.   

b) Repeating distinctive window patterns at intervals less than the articulation 

interval.  

c) Providing a covered entry or separate weather protection feature for each 

articulation interval.  

d) Change of roofline.  

e) Changing materials and/or color with a change in building plane.  

f) Providing lighting fixtures, trellis, tree, or other landscape feature within each 

interval. 

g) Other methods that meet the intent of the standards as approved by the Director. 

 

4.2.4 Rooflines:  Rooflines visible from a public street, open space, or public parking area must be 

varied by emphasizing dormers, chimneys, stepped roofs, gables, prominent cornice or wall, 

or a broke or articulated roofline.  The width of any continuous flat roofline should extend 

no more than 100 feet without modulation.  Modulation should consist of either: 

a) A change in elevation of the visible roofline of at least 4 feet if the particular roof 

segment is less than 50 feet wide and at least 8 feet if the particular roof segment 

is greater than 50 feet in length. 

b) A sloped or gabled roofline segment of at least 20 feet in width and no less than 

3 feet vertical in 12 feet horizontal. 

c) A combination of the above. 

4.2.5 Maximum façade width.  The maximum façade width (the façade includes the apparent 

width of the structure facing the street and includes required modulation) is 120 feet.  

Buildings exceeding 120 feet in width along the street front shall be divided by a minimum 

30-foot wide modulation of the exterior wall, so that the maximum length of a particular 

façade is 120 feet.  Such modulation must be at least 20 feet or deeper and extend through all 

floors.  Other design features will be considered by the Director that effectively break up the 

scale of the building and add visual interest.  This could include a combination of a clear 

change in vertical articulation and a contrasting change in building materials and/or finishes.   

 

4.3.1 Details toolbox: All buildings shall be enhanced with appropriate details.  All new 

commercial buildings shall include at least three of the following elements on their primary 



Planning & Community Development Department 
Staff Report to Design Commission 5/14/08 

 

- 9 - 

facades.  All new residential buildings shall include at least two of the following elements on 

their primary facades: 

a) Windows divided into a grid of multiple panes. 

b) Recessed entry (commercial building) or decorative porch design with distinct 

design and use of materials (residential). 

c) Decorative treatment of windows and doors, such as decorative molding/ 

framing details around all ground floor windows and doors, decorative glazing, 

or door designs. 

d) Transom windows (commercial building). 

e) Landscaped trellises or other decorative element that incorporates landscaping 

near the building entry. 

f) Decorative light fixtures with a diffuse visible light source, such as a globe or 

“acorn” that is non-glaring or a decorative shade or mounting. 

g) Decorative building materials, including one of the following: 

i) Decorative masonry, shingle, brick or stone. 

ii) Individualized patterns or continuous wood details, decorative moldings, 

brackets, wave trim or lattice work, ceramic tile, stone, glass block, carrera 

glass, or similar materials. 

iii) Other materials with decorative or textural qualities as approved by the 

Director. 

The applicant must submit architectural drawings and material samples for 

approval. 

h) Decorative roofline design, such as an ornamental molding, entablature, frieze, 

or other roofline device visible from the ground level.  If the roofline decoration 

is in the form of a linear molding or board, then the molding or board must be at 

least 8 inches wide; 

i) Decorative paving and artwork. 

j) Decorative pedestrian-oriented signage. 

k) Decorative railings, grill work, or landscape guards. 

l) Other details that meet the intent of the standards as approved by the Director. 

 

4.3.2 Year of construction plaque.  All new buildings must note the year of construction of a 

building by the installation of a plaque attached to the building.  Stone or masonry set 

integral with other masonry on the front building elevation facing the principal street may be 

used in lieu of a plaque.  The year of construction is to be noted by numbers not less than six 

inches high.  Other information associated with the building that may have historic interest 

in the future may be included in addition to the year of construction. 
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4.3.3 Window design.  Building facades shall employ techniques to recess or project individual 

windows above the ground floor at least two inches from the façade or incorporate window 

trim at least four inches in width that features color that contrasts with the base building 

color.  Exceptions will be considered by the Director where buildings employ other 

distinctive window or façade treatment that adds visual interest to the building. 

 
4.3.4 Non-residential building facades, when located adjacent to a pedestrian pathway, must 

contain a pedestrian-oriented façade.  As an alternative, developments may incorporate 3 

feet wide (minimum) planting strips between the façade and the walkway.  Exceptions will 

be considered by the Director that meet the intent of the standards.  For example, the 

Director may allow reduced weather protection elements on north-facing facades to allow 

more day light into buildings.  Reduced window transparency may be allowed in exchange 

for other desirable pedestrian amenities or building elements 

 

Pedestrian-oriented façade – Ground floor facades that contain the following characteristics: 

(a) Transparent window area or window displays along a minimum of 75% of the 

ground floor façade between a height of 2 feet to 8 feet above the ground. 

(b)  The primary building entry must be on this facade.  

(c)  Weather protection at least five feet in width along at least 75% of the façade width. 

 

Comment 

 

The building depicted on in the submitted plans appears to meet these requirements.  

 

PARKING 

 
ZONING 

 

BLMC 18.31.010 states that the parking ratio for offices shall be 1 per 300 feet of net leasable area. 

For restaurant space, this ratio is increased to 1 for every 100 feet of net leasable area. This section 

also allows for a 50% reduction in the parking requirements in the Downtown Mixed zone. If we 

consider that the proposed use of the building will be all office; at 5,918 square feet, the parking 

requirement is 10 parking spaces. The site plan accounts for these 10 spaces. 

 

DOWNTOWN DESIGN STANDARDS 

 

3.2.2 Limit number of driveways.  Parking lot entrances, driveways, and other vehicle access 

routes onto private property from a street may be restricted to no more than one entrance lane and 

one exit lane per three hundred linear feet of property as measured horizontally along the street face. 

 

Comments 

 

The site plan as drawn appears to meet the parking and access requirements. 
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Signs 
 
BLMC 15.28.110 Signs permitted in commercial and light industrial districts. 

 

2. Freestanding, wall, roof, projecting, and under-canopy sign(s) per business establishment, not to 

exceed one and one-half square feet in combined sign area for each linear foot of building frontage 

up to a maximum of 150 square feet. 

 

3. Sign Area Bonus. The total sign area may be increased by 25 percent if the business uses only wall 

signs 

 

 

DOWNTOWN DESIGN STANDARDS 

 

5.3.3 Wall sign standards.  Wall signs shall be designed and located appropriate to the building’s 

architecture.  For example, wall signs should not cover windows, building trim or 

ornamentation and should be centered on the architectural features of the building.  Specific 

wall sign standards: 

a) Tenants are allowed a maximum of one wall sign per facade that contains public 

entry (open during all business hours), up to a maximum of two facades.   

b) Maximum size – individual business:  Sign area shall not exceed 2 square feet 

for each lineal foot of the structure’s primary facade (the facade facing the street 

or as identified by the Director).  Signs without internal lighting may contain a 

sign area of up to 10% of the facade, provided they are in proportion with the 

facade.  Businesses located adjacent to street corners and containing pedestrian 

entries from both streets may feature wall signs not exceeding 2 square feet for 

each lineal foot of building frontage on applicable street facing facades.  

Businesses may include wall signs not exceeding 1 square foot for each lineal 

frontage of secondary facades facing a walkway, public plaza, or parking lot as 

long as the facade contains a pedestrian entry.  

c) Maximum size – building or center name:  A wall sign up to 100 square feet or 

5% of the façade (which ever is less) to identify the name of the building or 

shopping center. 

d) Maximum size – joint business directory:  A wall sign up to 50 square feet for 

joint business directory signs identifying the occupants of a commercial building 

and located next to the entrance.  

e) Maximum height:  Wall signs may not extend above the building parapet, soffit, 

the eave line or the roof of the building, or the window sill of the second story. 

f) Mounting:  Building signs should be mounted plumb with the building, with a 

maximum protrusion of 1-foot unless the sign incorporates sculptural elements or 

architectural devices.  The sign frame shall be concealed or integrated into the 

building’s architectural character in terms of form, color, and materials.   
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g) Lettering:  The maximum height for lettering is 3 feet. The maximum height for 

logos is 4 feet.  Greater heights for lettering and logos may be approved by the 

Director when located and designed appropriate for the building. 

h) If applicant demonstrates to the satisfaction of the Director that a wall sign is 

creative, artistic and an integral part of the architecture, the Director may waive 

the above restrictions. 

 

 

STAFF RECOMMENDATION AND CONDITIONS OF APPROVAL 
 

Staff recommends to the design commission approval of the building design with the adoption of staff’s 

findings: 

1. The street tree grates or wells should be indicated on the site plan integrated into the sidewalk. 

2. If tree wells are used, they should be 4 foot circles. 

3. The species of street tree be the Pennsylvania prairie spire Ash to be consistent with the those trees 

already planted on the west side of 182
nd

 Ave. E. 

4. A 6 foot site-obstructing fence be built along the north property line. 

5. Pedestrian-friendly lighting be installed along the pathway leading to the Greenwood Project site.  

6. A year of construction plaque should be included in the design. 

7. The wall signage on the building should be limited to two facades.  

8. If there’s a conflict between the zoning code and the Downtown Design Standards in terms of allowable 

square footage of wall signs, the most restrictive of the two should be applied. 

 

 

 

 
 

Prepared by:  Heather Stinson, Planning Manager 


