
CLEAN AND TACK EDGES
WITH SEALER CSS1 AND
SEAL JOINTS WITH HOT
ASPHALT CE|\4ENT

VALVE BOX TOP AND LID
FLUSH WITH GRADE

4" MrN COMN/TERCTAL H[/A (2 LrFTS)

EXISTING GRADE

EXISTING ASPHALT
(AR4000w)

CRUSHED SURFACING
TOP COURSE
(6" rHrcK)

VALVE BOX, SEE NOTE 1
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VALVE BOX TOP AND
FLUSH WITH GRADE

EXIS-IING GRADE

LD

3OOO PSI CONCRETE
coLLAR (8" THrCK)

VALVE BOX, SEE NOTE 1

VALVE BOX IN UNIMPROVED AREA

NOTES:
1. EACH VALVE SHALL BE PROVIDED WITH THE FOLLOWING OLYMPIC FOUNDRY VALVE BOX PARTS OR

APPROVED EQUALS; LID PART NO, 13-5010, TOP PART NO. 13-5020, & BASE PART N0. 13-5021.

2. 15,,N/INII/UIV, 36,'IVAXIMUM FOR OPERATOR NUT. EXTENSION MAY BE REQUIRED, SEE DETAIL Wl 9.

3. AS REOUIRED BY THE CITY, A WHITE 4''X4'' CONCRETE MARKER POST SHALL BE INSTALLED
WITH THE VALVE BOX IN UNIMPROVED AREAS.

VALVE BOX IN ASPHALT AREA
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Specified Olympic Foundry Volve Box & Removed Fogtite B-9 W/ Fogtite B-9 Troffic Lid 10/o1 /oe

Dws No: W16
June 17, 2005

VALVE BOX
TER STANDARD DETAIL


